’@:’% Great Ba Sln P.O. Box 207, Reno, NV 89504
—’1{% Resource Watch 775-348-1986, www.gbrw.org

s\
Working with Communities to Protect Their Land, Air, and Water

November 11, 2024

Nevada Department of Environmental Protection
Bureau of Mining Regulation and Reclamation
901 South Stewart Street, Suite 4001

Carson City, NV 89701-5249.

Re: Comments on Renewal of Water Pollution Control Permit (WPCP) NE10096107, Klondex Midas Mine

GBRW submits the following comments on the proposed renewal of WPCP NEV0096107 for the
Klondex Midas Mine.

Application Data Availability

The permit application from Klondex notes in Figure 2 - “Project Facilities and LLand Status” the
locations of monitoring of production wells and the surface topography on site. However, wells are
not labeled on this or other figures in the permit application, nor is an indication of hydraulic
gradient available. While these may be in supplementary reports, the lack of this information in
publicly accessible documents makes public engagement and comment on this project unduly
difficult. We request that NDEP make this referential information available in permit documents to
facilitate public understanding in the future.

Water Quality

Since the 2010 Finding of Alleged Violation (FOAV) concerning local nitrogen contamination,
Klondex has taken corrective action through construction and design changes to mitigate any water
contamination issues. The factsheet does not detail the cause of the contamination. It appears as
though the source of the groundwater degradation is the Phase IV tailings impoundment. It is also
not clear what was/is the specific failure in the tailings facility. Our understanding is that the Phase
IV tailings facility was lined using a 80-mil HDPE liner. Please add to the factsheet the specific
failure of the tailings facility.



However, since 2017, Nitrate + Nitrite/total nitrogen concentrations have continued to rise
annually, and have consistently been measured above Profile I reference values at both MW-19
(when wet) and MW-20 pumpback wells. MW-20 has also had concentrations of selenium and sulfate
above Profile I values through 2023. Is there an investigation as to why the contamination is
increasing? If so, what atre the conclusions? Given that the Nitrate + Nitrite/total nitrogen is
increasing what action is NDEP required to arrest this contamination.

Additionally, MW-9, at the south end of the existing waste rock dump, has shown elevated nitrogen
and TDS levels in recent monitoring reports (2023, Q2). Has there been investigation into these
clevated constituent levels, and if so, have they been found to be related to the plume at MW-19 and
MW-20 near the Phase IV tailings impoundment or are they of a separate provenance?

Other monitoring wells (ie. MW-2, MW-4, MW-24 in 2022 Annual Monitoring Report) have total
nitrogen concentrations within acceptable NDEP Profile I values; however, they are significantly
higher than production well reports (PW-1 and PW-1A both have consistent nitrogen levels below
the detectable limit in comparison). Do these production wells represent background or pre-mining
water quality in the area (if not, what is the nature of pre-mining water quality)? While these
represent no degradation or violation, does this trend represent an elevation above background
levels from mining activity broadly? GBRW is concerned that the groundwater contamination is not
limited to the area near the pumpback wells, but could be across much of the mine site.

Pumpback System

Klondex’s 2023 monitoring reports for NEV0096107 mention MW-20’s pump having a failure
during the second quarter of the year. Although the company notes that this has since been repaired
and a net flow meter installed, what was the nature of this failure? Is there a reasonable chance the
pump could fail again, and if so what are the potential repercussions of pump failure, particularly in
regards to nitrogen contamination of groundwater?

Conclusion

GBRW is concerned that there may exist sitewide contamination from the various tailings facilities.
While most of the monitoring wells are below the standard for Nitrate + Nitrite/total nitrogen they
appeat to be well above background/pre-mining levels. Thus, there could be a systemic failure in
the mining operations that needs to be addressed and not repeated at other mine sites.

We also have questions about the security of the MW-20 pumpback system as a response to nitrogen
contamination - in the event of future potential pump failure, how much redundancy has Klondex
assured to contain groundwater contamination? Any risk analysis or construction on redundant
systems would be helpful in answering these questions.

Please feel free to follow up with GBRW for clarification and discussion regarding Midas.



Sincerely,

()78

John Hadder
Director, Great Basin Resource Watch
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